Pipeseal

Pipeseal is a unique multi-component epoxy
designed to quickly and permanently patch,

seal and repair cracks, holes and
leaks in all types of pipe.

Seals Holes in Pipe to Full
Pressure in Under Five Minutes!

» Works on all types of pipes
including copper, steel, lead,
cast iron and aluminum.

» Heat activated - Hardens fully

Chapin Sprayers &
Accessories

sy

MARS #79067, 2 gallon (1.5 gallon usable)

polyethylene sprayer is a high
density sprayer that resists
breaking, leaking and chemical
corrosion. This sprayer has a
polymer shut off with lock on
feature and a polymer nozzle
that adjusts from fine spray to
30" stream, with a poly/brass
extension that rotates 360°.
Reinforced 36" hose resists

@)

S
79067 '

¥

»
2
S
0
m
@
Z
4
>
F
>
-
@)
<

in less than 1 minute. N . . ol
. crimping, cracking and leaking. -
» Withstands pressures up to ) . )
1200 PSI. The Chapin acid sprayer is the
. ideal sprayer for cleaning and /
* No wrap/plug required. degreasing air conditioning coils,
» Suitable for refrigerant lines. engines and many other uses.
» Extreme chemical resistance This 2 gallon (1.5 gallon usable)
« 100% solids - No VOCs heavy-duty polyethylene tank
features a new built-in relief
» Permanently seals holes of up
L valve/pressure gauge for added
to 1/4 in. in diameter. .
safety and polymer shut offs with
INSTRUCTIONS: lock off features to prevent 79068
1 Prepare Surface around pipe accidental spraying. A 12"
hole/crack with sand paper extension tube with adjustable
or file. poly cone nozzle ensures for
2 Remove clip and cut-off the better. control YVhe'.‘ spraying
. . chemically active liquids. Sprays
end with the clear material and ) ; "
. o coarse stream to fine mist. 42
apply entire content to mixing .
. L hose included
surface; ensure mixing surface
is not porous. MARS #79069, hgnd held
3 Thoroughly mix entire contents. pres§ure sprayer is a 48 oz. h’
; ) multi purpose sprayer for small
4 Apply to pipe with a wooden areas. Heavy duty, chemical J
stick or trowel. resistant poly tank features oy |
5 Cover a 2-inch-wide area adjustable nozzle control for fine 79069
around pipe hole/crack. mist or straight stream spraying.
6 Apply heat with a heat gun/hair
dryer (approx. 140°) until MARS NO. DESCRIPTION MARS PACK %‘Tff
Pipeseal cures and hardens = > call veth ; ; -
(usually within 1minute). gallon polyethylene sprayer
79068 2 gallon acid sprayer 1 1
79069 48 oz. hand held sprayer 1 1
MARS NO. DESCRIPTION MARS PACK CASE QTY.
93629 Pipeseal 1 12
: A\ WARNING:
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